BenchBlotter™

Benchmark Platform Rocker

—— Optimized for blot washing and gel
staining/destaining

—— Gentle mixing (12 rom and +/- 8° filt)
—i~ Compact, low profile design

—i Dual platform option expands
workspace

—— Safe for incubator/cold room use

Technical Data

Speed: Fixed at 12 rpm

Fixed at 10 rpm (230V)
Tilt Angle: +/- 8°
Platform Size: 30x30 cm / 12x12 in.
Work Surface: Non-Skid Rubber Mat
Load Capacity: 3.2kg/7 Ibs.

Operating Temp. Range: +4°C to +65°C

Dimensions: 34x30x12cm
13.5x11.8x4.7 in.

. ) . Weight: 3kg/6.51b

The BenchBlotter is the first rocker to be specifically Warranty: 2 Years

optimized with the ideal rocking speed and tilt angle for Electrical: 115V AC, 60 Hz, 04A

blot washing, gel staining/destaining and hybridization 230VAG, 50 Hz, 0.2

applications. Available with an optional dual platform

accessory, the BenchBlotter offers a sizeable work

space, while maintaining a compact footprint and low

profile design. Ordering Information

Lightweight and easy to carry, it can be easily BR1000* BenchBlotter Platform Rocker
transported from the lab bench to a cold room or

incubator. BR1000-FLAT Non-Skid rubber mat (included)

The large load capacity (7 Ibs.), optional dimpled mat BR1000-DIVPLED Optional dimpled mat

for centrifuge tubes and multiple platform tie-down BR1000-STACK Optional stacking platform, with
points, make this rocker suitable for a wide variety flat mat i

of general purpose applications. *To order a product in 230V, please add -230 to item number.
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Multi-purpose - many applications
— Two or three dimensional motion
— Adjustable speed and tilt angle

— Dual platform option expands
workspace

—— Safe for incubator/cold room use

Technical Data

Speed: Variable, 2 to 30 rpm
Tilt Angle: Variable, 0 to 30°
Platform Size (2D): 35x30cm/14x12 in.
Platform Size (3D): 30x30cm/12x12 in.

BR TACK with B0718 Load Capacity: 20kg/441bs.
Operating Temp. Range: +4°C to +45°C
These rockers are designed to provide the precise speeds and tilt angles Dimensions (wxbxH):  35x30x 20 cm
required for a broad range of molecular and biological mixing applications. 14x12x 8in.

Weight: 34kg/7.5Ib

Warranty: 2 Years

Electrical: 115V AC, 60 Hz, 0.3A
230VAC, 50Hz, 0.15A

The user can adjust both parameters to match the vessel size and the
volume of liquid being mixed, yielding optimum results.

The rocking speed and tilt angle are both easily adjustable in seconds.
At low speeds and minimal tilt angles, both models (2D for “see-saw”
motion or 3D for “gyratory” motion) provide
a gentle wave effect for non-foaming
mixing, as is required for most blot
washing and gel work. When set to higher
speeds and more extreme tilt angles, they

Ordering Information
BR2000* BenchRocker 2D variable speed rocker with

produce aggressive agitation for vigorous flat mat platform

sample mixing. BR2000-STACK Optional stacking platform (14x 12 in.) with flat mat

The BenchRocker 2D and 3D B3D2300* BenchRocker 3D variable speed rocker with
can accept stackable platforms dimpled and flat mats

(clearance = 2.75 in.). All platform mats : : . =

are autoclavable. Both models have BR1000-STACK  Optional stacking platform (12x 12 in.) with flat mat
maintenance free brushless motors and BR1000-STACK-D Opﬁonal Stacking plafform (12X 12 )'.n.) with dfmpfed mat
are safe for use in cold rooms and B0718 LaBungee™ elastic tie downs with hooks, pk.4
incubators.

*To order a product in 230V, please add -230 to item number.
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Model BR5000

Extra large
platform, 16x12 in.

(40 x 33 cm)

Model BR5000 shown with BR5000-STACK

With an unprecedented 5 year limited warranty, Benchmark's
Everlast 247 Rocker is built to last. Twenty four hours a day,
seven days a week ... No problem! The powerful motor and
heavy-duty drive system remain reliable and consistent,

even under constant usage in a cold room (min. 0°C)

or incubator {max. 65°C).

The rocking speed and tilt angle can easily be adjusted
to vary between gentle and aggressive agitation. Both
the standard platform and the (optional) stacking
platform are constructed of stainless steel, preventing
against any rusting or corrosion. The Everlast 247 is
designed to provide years of uninterrupted service.

Benchmark

Scientific

Ordering Information:

BRS000*

Benchmark é

— Everlast™ 5 year warranty
—~ Stainless steel surface

— 16 Ibs. load capacity

— Adjustable speed & tilt angle
— Optional stacking platform

Technical Data:

Speed Range:
Tilt Angle:
Platform Size:
Load Capacity:

Dimensions:

Operating Temp.:
Weight:
Electrical:
Warranty:

3to 80 rpm

0 to 20° (user adjustable)
16x12in./40.5 x30cm
161b /7.5 kg
16x13x6in.
40.5x33x15.25cm
0°Cto +65°C

201lb/9kg

115V or 230V, 50-60Hz
5years

Everlast™ Rocker 247 with non-slip rubber mat

Optional Accessories:
BR5000-STACK

Optional stacking platform for BRS000

Clearance: 3.5 in.

* To order a product in 230V / 50Hz, please add -E to item number.
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TUBEROCIKER

—L Ideal for all tube sizes 1.5ml to 50mi
|

— Optimized speed and tilt angle for
thorough mixing in sample tubes

— Cold room and incubator safe

—~ No adapters or mounting hardware
required

Ideal for a variety of tube sizes:

8x50ml 15x15ml

The TubeRocker Mini is designed to provide the ideal
speed and tilt angle (24 rpm / 30°) for agitation of sample
tubes. The grooved design of the included rubber mat
properly secures all tube sizes ranging from 1.5 to 50ml,
without the use of added straps or bands.

There are no complicated controls, no settings or 15 xBlood CollectionTubes 30x1.520ml
adjustments to be made; just press the power switch o
and let it rock.

Small in size (only 5 x 13 inches) and able to withstand
temperatures from 4°C to 65°C, the TubeRocker Mini

is small enough to fit on any lab bench and can conveniently
be placed inside a cold room, refrigerator or laboratory
incubator.

Technical Data

Speed Range: Fixed, 24 rom
Tilt Angle:
Capacity:
15 x 5ml, 7ml, 10ml or 15ml*
30 x 1.5/2.0ml
Platform Dimensions: 12 x4.50)in./30x 114 cm
Exterior Dimensions: 13.3w) x 5.3D) x 4y in. / 33.6 x 135 x 10 cm
OperatingTemp.Range:  +4°C to +65°C
Weight: 41bs/2.2kg
Electrical: 115 or 230V, 50-60Hz, 50W

*15ml blood collection tubes (16 x 125mm) extend off the platform surface.

Ordering Information

M2100* TubeRocker Mini, 115V

* 115V with US plug. For 230V (EU plug), please add (-E)
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