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DIALYSIS MEMBRANES
MEMBRANES DE DIALYSE
Standard regenerated cellulose (RC) dialysis membranes from
cotton liners, are used for general laboratory dialysis functions i.e.
desalting, buffer exchange, or molecular separation.
Spectra/Por® 1 through 6 also contains small amounts of
impurities which are easily removed by washing. It is advised to
wash the membrane in Spectra/Por® Sulphide Removal Solution
when the material to be dialyzed is sensitive to these
contaminants

Les membranes de dialyse en cellulose régénérée (RC) sont utilisées pour
des fonctions de dialyse en laboratoire telles que dessalement, échange de
tampon, ou séparation moléculaire.
Les modèles Spectra/Por 1 à 6 contiennent aussi de petites quantités
d’impuretés qui sont facilement enlevées au lavage. Il est recommandé de
laver la membrane dans une solution de sulfure lorsque le produit à dialyser
est sensible à ces contaminants

Specifications Spectra/Por 1 Spectra/Por 2 Spectra/Por 3 Spectra/Por 4

MWCO (kilo Daltons) : 6 to 8 12 to 14 3.5 12 to 14

Physical properties : Transparent, Flexible Transparent, Flexible Transparent, Flexible Transparent, Flexible

Packaging : Dry Dry Dry Dry

Preservative : Glycerin Glycerin Glycerin Glycerin

Trace elements contents : Heavy metals, sulfides Heavy metals, sulfides Heavy metals, sulfides Heavy metals, sulfides

Flat width range (mm) : 10 to 120 8 to 120 18 to 54 10 to 65

Sample volume range (ml) : 1 to 1000 1 to 1000 2 to 200 1 to 300

Disk/Flat sheet : Yes Yes Yes Yes
Specifications Spectra/Por 5 Spectra/Por 6 Spectra/Por 7

MWCO (kilo Daltons) : 12 to 14 1, 2, 3.5, 8, 10, 15, 1, 2, 3.5, 8, 10, 15, 
25, 50 25, 50

Physical properties : Thick, Rigid Transparent, Flexible Transparent, Flexible

Packaging : Dry Wet Wet

Preservative : Glycerin .1 % sodium azide .1 % sodium azide

Trace elements contents : Heavy metals, sulfides Heavy metals, sulfides Minimal

Flat width range (mm) : 65 to 140 6 to 54 6 to 54

Sample volume range (ml) : 25 to 1200 1 to 150 1 to 150

Disk/Flat sheet : Yes No No

Spectra/Por® 1 Dialysis Membranes
6.000 - 8.000 MWCO

Spectra/Por® 1 Dialysis Membranes
6.000 - 8.000 MWCO

Flat width Ø Vol/Length Length Order No.
Largeur/plat Vol/Longueur Longueur N° de code
mm mm ml/cm m
10 6.4 0.32 15 8.245.000
23 14.6 1.7 30 8.245.001
32 20.4 3.3 30 8.245.002
40 25.5 5.1 30 8.245.003
50 32.0 8.0 30 8.245.004
100 64.0 32.0 15 8.245.005
120 76.0 46.0 15 8.245.006

Spectra/Por® 2 Dialysis Membranes
12.000 - 14.000 MWCO

Spectra/Por® 2 Dialysis Membranes
12.000 - 14.000 MWCO

Flat width Ø Vol/Length Length Order No.
Largeur/plat Vol/Longueur Longueur N° de code
mm mm ml/cm m
6 3.8 0.1 15 8.245.010
10 6.4 0.32 15 8.245.011
25 16.0 2.0 15 8.245.012
45 29.0 6.4 15 8.245.013
105 67.0 34.0 15 8.245.014
120 76.0 46.0 15 8.245.015

Spectra/Por® 3 Dialysis Membranes
3.500 MWCO

Spectra/Por® 3 Dialysis Membranes
3.500 MWCO

Flat width Ø Vol/Length Length Order No.
Largeur/plat Vol/Longueur Longueur N° de code
mm mm ml/cm m
18 11.5 1.0 15 8.245.020
45 29.0 6.4 15 8.245.021
54 34.0 9.3 15 8.245.022
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Spectra/Por® 4 Dialysis Membranes
12.000 - 14.000 MWCO

Spectra/Por® 4 Dialysis Membranes
12.000 - 14.000 MWCO

Flat width Ø Vol/Length Length Order No.
Largeur/plat Vol/Longueur Longueur N° de code
mm mm ml/cm m
10 6.4 0.32 30 8.245.030
25 16.0 2.0 30 8.245.031
32 20.4 3.3 30 8.245.032
45 29.0 6.4 30 8.245.033
75 48.0 18.0 15 8.245.034

Spectra/Por® 5 Dialysis Membranes
High wet strange 12.000 - 14.000 MWCO
is reinforced with a layer of porous paper
to increase its wet strength for use in high
shear or torque environments

Spectra/Por® 4 Dialysis Membranes
12.000 - 14.000 MWCO

Flat width Ø Vol/Length Length Order No.
Largeur/plat Vol/Longueur Longueur N° de code
mm mm ml/cm m
75 48.0 13.0 15 8.245.040
140 89.0 62.0 15 8.245.041

Spectra/Por® Openers vor types 1 to 5
Solve the problem of opening dry dialysis
tubing with Spectra/Por Openers. They
have a strong adhesive that grips the dry
tubing for easy membrane separation for
filling with sample solution.  Supplied in
pack of 100 pcs.

Ouvre-membranes pour types 1à 5
Permettent  d’ouvrir facilement les tuyaux secs de
dialyse pour leur remplissage avec la solution
d’échantillon, Livrés en paquet de 100

Order No.
N° de code
8.245.050

Spectra/Por® 6 Dialysis Membranes Spectra/Por® 6 Dialysis Membranes

Flat width Ø Vol/Length Order No.
Largeur/plat Vol/Longueur N° de code
mm mm ml/cm
MWCO 1.000
18 11.5 1.0 8.245.100
38 24.0 4.6 8.245.101
45 29.0 6.4 8.245.102
MWCO 2.000
18 11.5 1.0 8.245.110
38 24.0 4.6 8.245.111
45 29.0 6.4 8.245.112
MWCO 3.500
18 11.5 1.0 8.245.120
45 29.0 6.4 8.245.121
54 34.0 9.3 8.245.122
MWCO 8.000
6 3.8 0.1 8.245.130
12 7.5 0.45 8.245.131
18 11.5 1.0 8.245.132
24 15.0 1.8 8.245.133
32 20.4 3.3 8.245.134
40 25.5 5.1 8.245.135
50 32.0 8.0 8.245.136
MWCO 10.000
6 3.8 0.1 8.245.140
12 7.5 0.45 8.245.141
18 11.5 1.0 8.245.142
24 15.0 1.8 8.245.143
32 20.4 3.3 8.245.144
45 29.0 6.4 8.245.145
MWCO 15.000
6 3.8 0.1 8.245.150
12 7.5 0.45 8.245.151
18 11.5 1.0 8.245.152
24 15.0 1.8 8.245.153
32 20.4 3.3 8.245.154
45 29.0 6.4 8.245.156
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Spectra/Por® 6 Dialysis Membranes Spectra/Por® 6 Dialysis Membranes

Flat width Ø Vol/Length Order No.
Largeur/plat Vol/Longueur N° de code
mm mm ml/cm
MWCO 25.000
6 3.8 0.1 8.245.160
12 7.5 0.45 8.245.161
18 11.5 1.0 8.245.162
24 15.0 1.8 8.245.163
28 18.0 2.5 8.245.164
34 22.0 3.7 8.245.165
MWCO 50.000
10 6.4 0.32 8.245.170
12 7.5 0.45 8.245.171
28 18.0 2.5 8.245.172
34 22.0 3.7 8.245.173

Spectra/Por® 7 Dialysis Membranes Spectra/Por® 7 Dialysis Membranes

Flat width Ø Vol/Length Order No.
Largeur/plat Vol/Longueur N° de code
mm mm ml/cm
MWCO 1.000
18 11.5 1.0 8.245.200
38 24.0 4.6 8.245.201
45 29.0 6.4 8.245.20
MWCO 2.000
18 11.5 1.0 8.245.210
38 24.0 4.6 8.245.211
45 29.0 6.4 8.245.212
MWCO 3.500
18 11.5 1.0 8.245.220
45 29.0 6.4 8.245.221
54 34.0 9.3 8.245.222
MWCO 8.000
6 3.8 0.1 8.245.230
12 7.5 0.45 8.245.231
18 11.5 1.0 8.245.232
24 15.0 1.8 8.245.233
32 20.4 3.3 8.245.234
40 25.5 5.1 8.245.235
50 32.0 8.0 8.245.236
MWCO 10.000
6 3.8 0.1 8.245.240
12 7.5 0.45 8.245.241
18 11.5 1.0 8.245.242
24 15.0 1.8 8.245.243
32 20.4 3.3 8.245.244
45 29.0 6.4 8.245.245
MWCO 15.000
6 3.8 0.1 8.245.250
12 7.5 0.45 8.245.251
18 11.5 1.0 8.245.252
24 15.0 1.8 8.245.253
32 20.4 3.3 8.245.254
45 29.0 6.4 8.245.255
MWCO 25.000
6 3.8 0.1 8.245.260
12 7.5 0.45 8.245.261
18 11.5 1.0 8.245.262
24 15.0 1.8 8.245.263
28 18.0 2.5 8.245.264
34 22.0 3.7 8.245.265
MWCO 50.000
12 7.5 0.45 8.245.270
28 18.0 2.5 8.245.271
34 22.0 3.7 8.245.272
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Heavy Metals Cleaning Solution
When using Spectra/Por® membranes, the
removal of sulfides or heavy metals is
sometimes necessary. In normal use,
membranes should be washed with
distilled water and used without additional
cleaning. For ultra-critical work, chelate
wash the membrane with Spectra/Por
Heavy Metals Cleaning Solution before use

Solution de nettoyage pour métaux lourds. En
utilisant les membranes de dialyse Spectra/Por il
est parfois nécessaire d'éliminer les sulfures et
métaux lourds. Généralement ces membranes sont
rincées à l'eau distillée. Pour les travaux ultra-
sensibles, nous recommandons de laver la mem-
brane avec cet kit. 

Order No.
N° de code

Heavy Metals Cleaning Kit, 8 oz 8.245.300
Kit de nettoyage des métaux lourds, 8 oz.

Sulfide Removal Solution
Spectra/Por® 1, 2, 3, 4, 5 and 6 membranes
have 0.1% sulphur present from the
manufacturing process which requires
removal only if the presence might
interfere with the subsequent analysis of
the dialysate or retentate

Solution pour éliminer les sulfures
Les membranes Spectra/Por 1, 2, 3, 4, 5 et 6 ont
une teneur en soufre de 0.1% qui nécessite de les
neutraliser. Ce kit est recommandé.

Order No.
N° de code

Sulfide Removal Kit, Solution A, 8 oz., Solution B, 8 oz. 8.245.350
Kit de neutralisation des sulfures, solution A, 8 oz., Solution B, 8 oz.

Universal Closures for all Spectra/Por®
dialysis membrane tubings.
Made of Polyamide
Maximum Operating Temperature: 90 °C
Minimum Operating Temperature: 0 °C
Sanitation: Ethylene oxide - Gamma
irradiation - Ethanol or Formaldehyde.
Non-autoclavable
Standard pack of 10 pcs

Fermetures universelles pour toutes les
membranes de dialyse, en polyamide. Haute 
résistance thermique de 0 à 90°C. 
Non-autoclavable. En paquet standard de 10

Colour Sealing width Sealing width Sealing width Sealing width
Couleur Largeur de Largeur de Largeur de Largeur de

fermeture fermeture fermeture fermeture
50 mm 70 mm 110 mm 150 mm

! 8.245.400 8.245.410 8.245.420 8.245.430
! 8.245.401 8.245.411 8.245.421 8.245.431
!! 8.245.402 8.245.412 8.245.422 8.245.432
! 8.245.403 8.245.413 - -
! 8.245.404 8.245.414 - -
! 8.245.405 8.245.415 - -

Closures for Spectra/Por
Made of Polypropylene PP, autoclavable
Standard pack of 10 pcs

Fermetures pour membranes de dialyse 
Spectra/Por, en polypropylene PP, autoclavables
En paquet standard de 10

Colour Sealing width Sealing width Sealing width
Couleur Largeur de Largeur de Largeur de

fermeture fermeture fermeture
5 mm 12 mm 23 mm

!! 8.245.500 8.245.510 8.245.520
!! 8.245.501 8.245.511 8.245.521
! 8.245.502 8.245.512 8.245.522
! 8.245.503 8.245.513 8.245.523
Colour Sealing width Sealing width Sealing width
Couleur Largeur de Largeur de Largeur de

fermeture fermeture fermeture
35 mm 55 mm 75 mm

!! 8.245.530 8.245.540 8.245.550
!! 8.245.531 8.245.541 8.245.551
! 8.245.532 8.245.542 8.245.552
! 8.245.533 8.245.543 8.245.553
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